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McMillan Speed Sensor Removal/Installation Instructions
TOOLS
NEEDED:

● 3/8” Ratchet wrench w/ 2” extension
● 1/4” & 7/16” Socket
● Small Phillips head screwdriver

Removing the Speed Sensor
Turn off unit, and unplug from wall before proceeding!

1. Disconnect the speed sensor connector from the lower board. (Illustration A)
2. Using your 7/16” socket wrench, locate and remove the two nuts holding the
sensor cap in place. (Illustration B)
3. Remove the speed sensor cover from the drive motor.

1. Using your ¼” socket wrench, hold the flywheel with one hand, and remove the
speed sensor tach wheel bolt with the other hand. (Illustration A)
2. Remove the speed sensor tach wheel. (Illustration B)
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McMillan Speed Sensor Removal/Installation Instructions

1. Using your Phillips screwdriver, remove the speed sensor screw. (Illustration A)
2. Remove the speed sensor from the holding clip. (Illustration B)
To install, follow the instructions in reverse.
Speed Sensor Connection & Routing
You must be careful to route the
speed sensor cable through the
notch in the Sensor Cap.
Sensor Cap
Notch

Make sure the wire is not
compromised between the
sensor cap and the motor!
With your hand, apply pressure
to the cap as you tighten the
bolts. This will keep the wire
from moving out of position.

Route the Speed Sensor wire
along the back of the lower
board, securing it in the clip.
If there is no clip, use a small
amount of electrical tape to
secure it to the lower board.
It is important to keep the
Drive Motor wires separate
from the Speed Sensor wire,
as signal noise can affect both
parts and trigger “Premature
Failures”
CALL LANDICE TECHNICAL SERVICE, 1-800-526-3423, OPTION 3 FOR ASSISTANCE
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